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LF Series 2000-3000 VA

Line Interactive UPS

Necron tarafından tasarlanan LF 
Serisi UPS'ler önemli görevler üstlenir 
ve dokuz yaygın elektrik problemi 
karşısında asansör sistemleri için 
güvenli kullanımı garanti eder. 
Özellikle asansörlerin kontrol kartları 
üzerindeki acil kurtarma üniteleri için 
tasarlanmış ve üretilmiştir. 

Yükünüz, şebekenin olduğu 
durumlarda elektrik enerjisindeki 
gerilim dalgalanmalarından, düşme 
ve yükselmelerden, kesintilerden 
etkilenmeyecektir. Beklenmedik 
güç kayıplarında, asansörler kendi 
görevlerine devam edebilir ve 
insan hayatını tehdit eden tehlikeler 
önlenmiş olur.

LF Series UPS designed by NECRON 
undertakes important missions and 
guarantees safer operations of lift/

elevator systems against the nine most 
common electrical disturbances. It has 

been specially designed and developed 
for emergency rescue units of control 

boards in elevator systems.

LF Series also protects your loads 
from voltage ripples, brownouts and 

blackouts when there is mains. In case 
of unexpected power failures, elevators 
can continue their duties and possible 

threats against to the human life is 
overcome.
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Technical Specifications LF Series

Capacity

Rated Voltage

Voltage Range

Frequency Frequency Range

Rated Voltage / Voltage Accuracy

Frequency / Frequency Accuracy

Voltage Distortion [THDv]

Waveform [AC Mode / Battery Mode]

Battery Type

Quantity x Capacity [Ah]

Typical Recharge Period

Advanced Communication

Audible and Visual Alarms

Operating Temperature

Storage Temperature

Operating / Storage Relative Hum.

Audible Noise

Dimensions (WxDxH) [mm]

Packing Dimension (WxDxH) [mm]

Net Weight [kg]

Gross Weight [kg]

UPS Type

Output Power Factor

Input Voltage Range

Standard Features

Operating Conditions

Outlet

AVR Feature

USB & RJ45; AS400, SNMP, Ext. Batt. (Optional)

LCD, LED, Buzzer

5ºC ~ 40ºC

5ºC ~ 40ºC

10% ~ 90% Non-Condensing

≤ 50 dBA (1m)

144x411.5x215

236x492x316

18.5

19.8

190x467x335.5

320x592x462

28.1

30.2

12V VRLA

8 Hours Recover to 90% Capacity

3x7 Ah 4x7 Ah

Line Interactive

0.8

220VAC ± 26%

Overload, Over Temperature, Short Circuit, Over Charge, Over Disharge

Self Adaptive To Wide Operating Conditions and Comprehensive Table or Troubleshooting

Yes

2000VA

220 VAC

± 26%

50/60Hz (Auto Detection); 50/60Hz ± 10%

2 pcs Schuko & 1 piece IEC C13 3 pcs Schuko & 3 piece IEC C13

220/230/240VAC ± 5% 

50/60Hz ± 0.3 (Auto Sensing)

≤ 5% (Linear Load)

Pure Sine Wave

3000VA
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